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EvEry part, EvEry componEnt, EvEry 
systEm on a KoHLEr® EnginE is guidEd by 
our ExcLusivE pErformancE EnginEEring 
standards - standards tHat drivE us 
to opEratE on tHE LEading EdgE of 
innovation, to pusH tHE boundariEs of 
cLEanEr, morE EfficiEnt EnginEs, and to 
manufacturE tHE HigHEst pErforming, 
most rELiabLE EnginEs on tHE marKEt. 
tHat’s pErformancE EnginEEring.

• 	Em i s s i ons : 	 C Ert i f i Ed 	 for 	 both	
E p a  a n d  c a L i f o r n i a  E m i s s i o n s 
s ta n d a r d s .  p r E c i s E  a i r -t o - f u E L 
r at i o  f o r  c L E a n E r  c o m b u s t i o n 
w i t H  o p t i m u m  H o r s E p o w E r  a n d 
t o r q u E .

• 	s Erv i C E : 	 baCkEd 	 by 	 morE 	 than	
13 , 0 0 0  d E a L E r s  a n d   d i s t r i b u t o r s 
w o r L d w i d E .

• 	Wa r r a nt y: 	 t Wo -y E a r 	 l i m i t E d	
w a r r a n t y  c o v E r i n g  a L L  c o n s u m E r 
a p p L i c a t i o n s .



Designed specifically for consumer applications, the Courage® family of engines feature 
steel-forged crankshafts, advanced ignition systems and provide greater displacement for 
greater power. You’ll also get dual ball bearings for easy starts, reduced noise, vibration, 
emissions and better fuel efficiency.

PROFESSIONAL GRADE FEATURES FOR THE CONSUMER.

 Overhead valve for better fuel efficiency and cleaner emissions, cast iron 
cylinder bore and steel forged crankshaft provide added protection under 
load, extending the engine life.

SUPERIOR STARTABILITY.

The large indexable recoil starter and dual ball bearings make starting 
the engine nearly effortless.

EASY TO USE AND MAINTAIN.

No matter the application, the dual oil fills and drains provide the user 
accessibility to fill and drain the oil from either side of the engine. 
Along with the large metal fuel tank, easy access controls and no tools 
required air cleaner, this engine top’s the easy-to-use category.

DESIGNED FOR DEPENDABILITY.

Standard features like our Oil Sentry™ low-oil protection system 
and dual fuel filters – in both the fill neck and in the tank – enhance the 
lifespan of the engine. 

INNOVATIONS
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STANDARD EQUIPMENT

OHV slant cylinder
Cast iron cylinder liner 
Large capacity metal fuel tank
Metal fuel cap
In-neck fuel debris screen
Water trap in carburetor
Electronic ignition 
Quiet muffler with heat shield
EPA and European emission 
certified
Easy access throttle, choke and 
fuel shut-off 
Automatic compression release
Mechanical governor

Sound-deadening alloy crankcase
Dual ball bearings
Steel forged and hardened 
crankshaft
Carburetor bowl drain
Dual oil fills and drains
Oil Sentry™ - automatic low oil 
shutdown system
Dual-element air cleaner 
High inertia flywheel
Silenced air intake
Indexable easy-pull recoil starter

ACCESSORIES ON DEMAND

12-volt starter
Exhaust deflector 
Spark arrestor
3- and 10-amp 
Crankshaft/PTO variations (Keyed, 
Tapered, Threaded) 
Remote throttle
EMC/RFI Compliant
Low-profile air cleaner and muffler 
(Generator)
Carb Tier III compliant
EU emission and noise compliant

3000 SERIES



 *   Horsepower ratings exceed Society of Automotive Engineers Small Engine Test Code J1940. Actual engine horsepower is lower and affected by, but not limited to, 
accessories (air cleaner, exhaust, charging, cooling, fuel pump, etc.), application, engine speed and ambient operating conditions (temperature, humidity and altitude). 
For more information, contact Lombardini s.r.l.

     Kohler reserves the right to change product specifications, designs and equipment without notice and without incurring obligation.
**   Measurements based off a base engine without electric start.

Model SH265

Engine specs

Four-cycle •

Single-cylinder •

Slant cylinder •

Overhead valve •

Air-cooled •

Gasoline •

Horizontal-shaft •

Aluminum head •

Crankcase with cast-iron cylinder liner •

Lubrication Splash

Technical features

Displacement  cu in (cc) 12 (196)

Bore  in (mm) 2.7 (68)

Stroke  in (mm) 2.1 (54)

Compression Ratio 8.5:1

Performance

*Gross Power @ 3000 rpm  Maximum hp (kW) 5.8 (4.3)

*Gross Power @ 3600 rpm  Maximum hp (kW) 6.5 (4.8)

Peak Torque @ rpm  ft lbs (Nm) 10.2 (13.8) @ 3000 rpm

Physical 
characteristics

Dry Weight (Recoil Start)  lbs (kg) 35.3 (16)

Oil Capacity  U.S. qt (L) 0.63 (.6)

Fuel Capacity  U.S. qt (L) 3.8 (3.6)

**Dimensions L x W x H  in (mm) 12.3 x 14.3 x 13.5 (313 x 363 x 342)

3000 SERIES
6.5 HP



Lombardini s.r.l. is a part of Kohler Group.
Lombardini has manufacturing facilities in Italy, Slovakia 
and India  and sales subsidiaries in France, Germany, UK, 
Spain and Singapore.
Kohler/Lombardini reserves the right to make 

modifications without prior notice.

www.lombardini.it deutSChland
lombardini motoren gmbh
Silostr. 41,
65929 FRANKFURT
Hessen, DEUTSCHLAND
T. +49-(0)69-9508160 
F. +49-(0)69-5073410

europe
lombardini Srl
Via Cav. del lavoro 
A. Lombardini n° 2 
42124 Reggio Emilia, ITALY
T. +39-(0)522-389-1 
F. +39-(0)522-389-503

uk
lombardini u.k. ltd
1, Rochester Barn - Eynsham Road
OX2 9NH
Oxford, UK
T. +44-(0)1865-863858
F. +44-(0)1865-861754

franCe
lombardini france S.a.s.
47 Allée de Riottier,

69400 Limas, FRANCE

T. +33-(0)474-626500

F. +33-(0)474-623945

ROAPAC
lombardini Singapore
26 Keong Saik Road (3rd floor)
Asia Pacific Represent.Offices
089154- Singapore
T. +65-(0)622-50556
F. +65-(0)622-50551

eSpaÑa
lombardini eSpaÑa, S.l.
P.I. Cova Solera 1-9
08191 - Rubí (Barcelona)
ESPAÑA
T. +34-(0)9358-62111
F. +34-(0)9369-71613
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